performed to terminate by Crimp tool.

SPECIFICATIONS

Housing : Polycarbonate with LINK logo, UL94V-0
Contact : 4/6 Contact with 50 microinches Gold Plating

over Nickel Plated and Phosphor Bronze

ORDER INFORMATION

LINK P/N Description =

UL-3004
UL-3011
UL-3012

HS (Hand Set) MODULAR PLUG &
RJ11 MODULAR PLUG, 6P4C

¥

RJ11 MODULAR PLUG, 6P6C UL-3004

RJ11 Modular Plug was designed for telephone cable. The mechanical’s inner are easy to install which two types by tool free

RUJINModulan Butiet|

designed and impact tool designed.

SPECIFICATIONS

UL-3011

INSTRUCTION
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Yellow
Red
Green
Black
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UL-3012

INSTRUCTION

Contact Phosphor with 50 Micro-inch Gold Plating
over nickel plate —
Housing UL94V-0 ABS IDC Holder Housing Material
Glass-Fiber 15% PBT UL94V-0
Termination 110 IDC ,Tool free and Impact Tool
Durability 750 Mating Cycle
100 Termination Cycle ~
2~
ORDER INFORMATION o
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LINK P/N Description ' =
UL-3016 RJ11 TELEPHONE OUTLET, TOOL FREE
UL-3018 RJ11 TELEPHONE OUTLET, IMPACT TOOL RS

POPRPI-URIwithhRIN|Moduwlan Jacks

Pop-Up was designed for raised floor, access floor, concrete floor, or your installation requirements. 1, 2 or 3 ports for optional

with RJ11 Modular jack loading.

Body
Gasket
Square Box

Compatibility

SPECIFICATIONS | a4
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Galvanized Steel

IP44

Stainless 100 x 100 x 55 mm

with 1/2” & 3/4” Knockout (included)
RJ11 Modular Jack

UL-2011A

ORDER INFORMATION

LINK P/N
UL-2011A
UL-2012A
UL-2013A

Description
RJ11 POP-UP STAINLESS 1 PORT OUTLET W/DAMPING
RJ11 POP-UP STAINLESS 2 PORT OUTLET W/DAMPING
RJ11 POP-UP STAINLESS 3 PORT OUTLET W/DAMPING

UL-2012A

|
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UL-3018

RJ11 Modular Plug was designed for telephone cable and telephone patch cord assembly. The mechanical’s inner was easy

UL-2013A

Dimension
100 x 100 x 55 mm
100 x 100 x 55 mm
100 x 100 x 55 mm
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